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EDHM06S系列小孔多冲程珩磨机
EDHM06S series small hole multi-stroke honing machine

高速、高精珩磨加工
High speed and precision
honing processing

■机床主体采用高强度铸铁铸件，铸件经过二次时效处理。
■主轴旋转、往复、涨缩进给、工作台均采用伺服电机控制，保证位置、速度、力矩的精确控制。
■可配置X-Y工作台、配置旋转工作台、刀库，满足多孔零一次装夹件加工。
■可满足特殊的珩磨要求，如盲孔珩磨、大余量珩磨、快速珩磨等。
■根据设定角度及主轴转速来控制主轴往复速度，可实现精准的网纹加工。
■伺服电机加滚珠丝杠副的进给方式，可以精确地实现微量级进给，轻松控制工件尺寸达到微米级。
■高性能运动控制器基础上开发的珩磨专用系统精准可靠，可视化人机界面，易于操作。
■冷却液经过多级过滤，确保零件的加工精度和精度稳定性。
 
■Machine body adopts high strength cast iron castings, casting two times after aging treatment.
■The rotation of the spindle, reciprocating, collapsible feeding ， workbench adopts servo motor control, ensure 
the precise control of position, speed, torque.
■ The X-Y table、 tool magazine and rotary table can be configured to meet the requirements of one-time 
clamping parts processing..
■Can process the precise net, also can meet the special requirements such as blind hole honing, etc
■According to the set angle and spindle speed to control the stroke speed, enabling precise texture processing.
■Feed servo motor and ball screw, can accurately realize micro feeding, easy control of workpiece dimension
 achieve micron level.
■High-performance motion controller based on the development of accurate and reliable honing proprietary 
systems, visualization, human-machine interface, easy to operate. 
■Coolant through multi-stage filtration to ensure the stability and precision machining accuracy of parts.
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规格参数
Specifications parameters
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项目Item EDHM06S EDHM10S

珩孔直径范围Honing diameter Φ10mm～Φ60mm Φ10mm～Φ100mm

主轴最大往复行程
Max. spindle reciprocating stroke 350mm

最大珩孔深度Max. honing depth 250mm

主轴数量Spindle number 1 or 2 1 or 2

主轴下端面距工作台距离
Distance of lower end of spindle to table 230-530mm

主轴中心至立柱距离
Distance of spindle center to column 290mm

主轴电机功率Spindle motor power 伺服电机Servo motor（3.7KW） 伺服电机Servo motor（5KW）

主轴转速范围 Range of spindle speed 10-2000r/min

主轴往复形式
Spindle reciprocation mode 

伺服电机往复，滚珠丝杠线轨传动
Servo motor，ball screw，Line rail

主轴往复速度
Spindle reciprocating speed 2.5-30m/min

刀具进给方式
Tools feed mode 

伺服电机，恒扭矩控制
Servo motor constant torque feed

最小进给单位Min feed unit 0.0005mm

电气控制系统CNC system 欧姆龙/CNC

测量系统
Measuring system 

选配量仪，加工过程中实现在线自动测量
Option: Measuring system from Tokyo

珩磨刀具
Honing tool

单进给珩磨头，珩磨砂条涨缩压力分级可控
Single-feed honing head, controllable extension/retraction dimension of 

honing sticks in different stages

珩磨夹具Honing fixture 自定位万向夹具  Self-positioning universal fixture 

工作台形式Workbench mode 固定工作台、X-Y移动工作台  Fixed workbench, X-Y mobile workbench

机床噪声Noise <75db

机床颜色Color 机座：深灰色、其他：白色   Base: dark grey; other: white 

机床总功率Total power 20KVA 25KVA

机床净重Net weight 3500KG 4500kg

机床外形（长×宽×高）
Overall dimensions (L×W×H) 2180×1500×2600mm 2180×1750×2950mm


