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■机床采用龙门动梁单立柱结构，结构紧凑，适用范围广。
■机床X轴、Y轴采用伺服电机控制，定位准确。
■主轴往复采用伺服电机控制，旋转运动采用速度控制，响应速度快。 
■珩磨砂条涨缩装置为伺服进 给结构，恒扭矩控制。
■机床T型槽工作台，工装设计灵活，可满足多孔位多孔径零件的一次装夹加工。
■采用新代数控系统，控制灵活，运行稳定可靠。
■集成操作平台，配置TFT彩色液晶触控面板。专为珩磨加工定制的人机界面更具人性化。
■采用分离式水箱设计，可配备过滤器，方便用户清理冷却液沉淀物质。
■集中润滑系统间歇供油，延长滑动部件使用寿命。
■The machine tool adopts a gantry moving beam single column structure, which is compact and has a 
wide range of applications.
■The X-axis and Y-axis of the machine tool are controlled by servo motors, ensuring accurate 
positioning.
■The reciprocating motion of the spindle is controlled by servo motor, the rotating motion is speed 
control, and the response speed is fast.                                                                    
■The honing and sand bar expansion and contraction device adopts a servo feed structure and 
constant torque control.
■The T-shaped groove worktable of the machine tool has flexible fixture design, which can meet the 
one-time clamping processing of porous and multi aperture parts.
■Adopting SYNTEC CNC system, the control is flexible and the operation is stable and reliable.
■Integrated operation platform, equipped with TFT color LCD touch panel. The man-machine 
interface customized for honing is more user-friendly.  
■It adopts a separate water tank design and can equip with filter, which is convenient for users to 
clean the coolant sediment .
■The centralized lubrication system supplies oil intermittently to prolong the service life of sliding parts.
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项目Item EDHM10H

珩孔直径范围Honing diameter Φ10mm～Φ100mm
主轴最大往复行程Max. spindle 
reciprocating stroke 500mm

最大珩孔深度Max. honing depth 400mm

主轴旋转方式Spindle rotation mode 伺服电机，无级调速 Servo motor, Stepless speed 
regulation

主轴转速范围 Range of spindle speed 10-2000r/min

主轴往复形式 Spindle reciprocation mode 伺服电机调速 Servo motor speed regulation

主轴往复速度Spindle reciprocating speed 2.5-25m/min

珩磨头进给方式 Honing head feed mode 伺服恒扭矩进给Servo constant torque feed
粗精进给推杆最大行程量Max. stroke of 
coarse feed thrust bar 28mm

X轴最大行程Maximum travel of X-axis 800mm

Y轴最大行程Maximum travel of Y-axis 500mm

工作台驱动方式Table dirver mode T型槽工作台/*自动线T-slot table/*automatic line
工作台工位数Number of workstations on 
the workbench 可编程多孔位Programmable porous bit

工作台尺寸Workbench size 500x800mm

电气控制系统electric control system 分离水箱，带水过滤系统Separate water tank with water 
filtration system

液压系统Hydraulic system 2.2KW变量泵，配风冷机2.2KW variable pump with air 
cooler

冷却系统Cooling unit 分离水箱，带水过滤系统Separate water tank with water 
filtration system

润滑系统Lubrication unit 集中定量自动润滑Centralized ration auto lubrication

测量系统Measuring system 
1、3D测头定尺寸检测1、3D probe fixed size inspection2、
气动量仪，加工过程中实现在线自动测量(选配)2.、Online 

automatic measurement during processing (optional)
机床防护Machine guard 全防护罩 Full-protected

机床噪声 Machine noise <75db

机床颜色 Machine color 白色 White

机床总功率 Total power of machine 20KVA

机床净重 Net weight of machine Approx 6000KG
机床外形（长×宽×高）Overall 
dimensions (L×W×H) 2100×2870×2760mm


