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EDVHM06系列小孔单冲程珩磨机
EDVHM06 series small-hole single-stroke honing machine

高效、高精顺序珩磨加工
High-efficiency and high-precision 
honing

■机床主体采用高强度铸铁铸件，铸件经过二次时效处理。
■各轴主轴旋转采用独立的伺服电机控制，保证速度、力矩的精确控制。
■主轴往复采用伺服电机控制，控制精度高，具有很高的加工效率。
■机床工作台采用精密旋转工作台，定位准确，转位速度快。
■采用数控系统控制，稳定可靠，ISO标准化编程，操作简便。
■冷却液经过多级过滤，强制冷却，确保零件的加工精度和精度稳定性。
■集中润滑系统间歇供油，延长滑动部件使用寿命。
■能准确控制工件几何形状精度及表面粗糙度，适合精度要求高、大批量加工需求。
■ The main body of the machine tool is made of high-strength cast iron castings, which are 
subject to secondary aging treatment.
■ Spindle rotation of each axis is controlled by an independent servo motor to ensure accurate 
control of speed and torque.
■ The spindle reciprocating is controlled by servo motor, with high control accuracy and high 
processing efficiency.
■ The machine tool worktable adopts a precision rotary worktable, with accurate positioning and 
fast indexing speed.
■ Adopt CNC system control, stable and reliable, ISO standardized programming, easy to 
operate.
■ The cooling liquid is filtered by multistage filtration and forced cooling to ensure the processing 
accuracy and precision stability of parts.
■ Centralized lubrication system supplies oil intermittently to prolong the service life of sliding 
parts.
■ It can accurately control the geometric shape accuracy and surface roughness of the 
workpiece, and is suitable for high precision and mass processing requirements.
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EDVHM06系列小孔单冲程珩磨机
EDVHM06 series small-hole single-stroke honing machine

规格参数
Specifications parameters

▲

43

项目Item EDVHM06

珩孔直径范围 Honing diameter Φ3mm～Φ60mm

主轴最大往复行程
Max. spindle reciprocating stroke 400mm

最大珩孔深度 Max. honing depth 200mm

主轴数量 Station form 五轴六工位/八轴九工位/十一轴十二工位/十九轴二十工位

主轴轴承 Spindle bearing NSK

主轴转速 Spindle speed 10～1000rpm

主轴旋转电机
Spindle rotation motor N*1KW，伺服电机

主轴往复速度
Spindle reciprocating speed 2.5～25m/min

主轴往复电机
Spindle reciprocating motor 3.6KW，伺服电机

主轴往复丝杠线轨
Stroke screw guideline 台湾 Taiwan

珩磨头进给方式
Honing head feed mode 

尺寸顺序递进
Progressive size

工作台方式 Workbench mode 电动旋转工作台 Electric rotary table

最大工件载重
Maximum workpiece load 50kg

控制系统 Control system KND K1000MFi

冷却单元 Cooling unit 磁分纸带过滤系统，带强制冷却
Magnetic separation belt filter system with forced cooling

珩磨刀具 Honing tool 金刚石珩铰工具  Diamond honing tool

夹具系统 Fixture system 浮动夹具Floating fixture

机床颜色 Machine color 机座：深灰、其他：白色 Base: dark grey, others: white

机床所需电源总功率
Total power of machine 20KVA

机床净重 Net weight of machine 3000 kg

主机床外形（长×宽×高）
Main machine bed shape 
(long × wide × High)

2120*1100*2950 mm


